SERIE 383 - 384 - 389

FISSAGGIO A SQUADRA = USCITA SEMPLICE
IDEALI PER CARICHI PESANTI

SERIE 383: SCORRIMENTO SU CUSCINETTI CON SERIE 384: SCORRIMENTO SU CUSCINETTI CON SERIE 389: SCORRIMENTO SU CUSCINETTI
RUOTA IN ACCIAIO RUOTA IN ACCIAIO RICOPERTA IN NYLON IN DELRIN
(odice lunghezza  Lungherza guida  Carso Lunghezza
Length code Length Extension Length
Amm Cmm D mm

30 300 200 500

35 350 250 600

40 400 300 7G0

45 450 350 800

50 500 400 200

55 550 450 1000

60 600 500 1100

68 650 550 1200

70 700 600 1300

75 750 650 1400 «Spessore acciao della guida: 1,8 mm

80 800 700 1500 *Pofilo laterale con foratura a passo 32 mm

*Doppio fermo in uscita che permette il
) , _ ) blocco del cassetto in posizione aperta.
 ~——Fondo del mobile / Rear cabinet ~—— Fronte del mobile / Front cabinet «Portata per coppia: 40 kg
| T A [ *Montaggio: viti o testa svasata @ 3 mm
T *F *Verniciatura con polveri epossidiche.

HEAVY LOAD RUNNER WITHOUT FLANGE
BOTTOM MOUNTING o SINGLE EXTENSION
SERIE 383: Running on steel ball bearings.

SERIE 384: Running on steel-covered by
nylon ball bearings.
SERIE 389: Running on delrin ball bearings.
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= The double stop holds the drawer in open
position.

*Hole pattern 32 mm

*Load capacity: 40 kg

¢ Fixing with wood screws & 3 mm

« Finish epoxy coated.






